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FEATURES/OPERATIONS

Rear seat entertainment system
(if equipped)

Remote control
DVD player
Headphone volume control and headphone jacks
DVD screen
115V AC Power outlet ON/OFF switch
Front audio system
A/V input adapter
115V AC Power outlet
Wireless headphones

Clock

Press and hold “DISP” button. Select “CLOCK” on menu screen. Adjust as
indicated on screen.

Cup holders
Front

Console box

Rear Side table

HAC helps prevent rolling backwards on an incline. To engage, push 
further down on brake pedal while at a complete stop until a beep sounds 
and slip indicator illuminates. HAC holds for approximately 2 seconds after 
releasing brake pedal.

Refer to the Owner’s Manual for more details.

Brake
pedal

Hill-start Assist Control (HAC)
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SAFETY AND EMERGENCY FEATURES

If belt is fully extended, then retracted even slightly, it cannot be 
re-extended beyond that point, unless fully retracted again. This feature
is used to help hold child restraint systems securely.

To find more information about seat belts, and how to install a child
restraint system, refer to the Owner's Manual.

Keep as low on
hips as possible

Take up slack

Too high

Seat belts

Push up, or squeeze
lock release to lower

Seat belts-Shoulder belt anchor

Door locks

Lock
Unlock

If tire pressure becomes critically low on any of the tires (including the
spare), “ ” indicator light illuminate. Correctly adjusting tire inflation
will turn off the light after a few minutes. If the light does not turn off,
have the system checked by your Toyota dealer.

Refer to the Owner’s Manual for more details.

Tire Pressure Monitoring (warning)
System

Spare tire & tools
Tool location

Removing the spare tire

(1) Remove the cover under the center deck board to find the spare tire
clamp bolt.

(2) Assemble the jack handle.
(3) Put the socket adapter on the spare tire clamp bolt. Loosen the bolt

by turning it counterclockwise with the jack handle.

Refer to the Owner’s Manual for tire changing and jack positioning  
procedures.

Wrench

Spare tire

Jack handle

Towing eyelet
Socket
adapter

Moving the lever to “LOCK” will allow the door to be opened only from
the outside.

Rear door

Jack

Jack handle

Doors-Child safety locks

(2) (3)(1)
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