


FEATURES/OPERATIONS

Rear seat entertainment system
(if equipped)

© Remote control

® DVD screen

© DVD player

@ Headphone jacks and headphone volume control
© Front audio

O 115V AC Power outlet ON/OFF switch

@ 115V AC Power outlets

O AV input adapter

Multi-information display
(HomelLink®)* (if equipped)

(=

@ Select standard or metric

@® Garage door opener buttons Garage door openers manufactured under
license from HomeLink® can be programmed to operate garage doors,
estate gates, security lighting, etc.

Refer to “Garage door openers,” Section 3-7 in the Owner’s Manual for
more details.

For programming assistance, contact the Toyota Customer Experience
Center at 1-800-331-4331, or visit http://www.homelink.com.

©® Change display information
® Garage door opener indicator
® Information display

O Compass

* HomelLink® is a registered trademark of Johnson Controls, Inc.
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Power outlets-12V DC

Instrument panel Luggage compartment

Power outlets-115V AC (if equipped)

\

Instrument panel
<\-k-/,£
B
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Designed for car accessories. Engine switch must be in the “ACC” or “ON”
position to be used.

Bottle holders

2= N

Note: Do not place open containers in the sliding door bottle holders.
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FEATURES/OPERATIONS

Cup holders
Instrument panel

SAFETY AND EMERGENCY FEATURES

Door locks

Doors-Child safety locks

Rear door

Moving the lever to “LOCK” will allow the door to be opened only from
the outside.

Seatbelts-Shoulder belt anchor

Push up, or squeeze
lock release to lower
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SAFETY AND EMERGENCY FEATURES

Seatbelts

J Také up slack

fToo"'.r!ﬁgh \

/
e ,/ p

Keep as low on —*

hips as possible

If belt is fully extended, then retracted even slightly, it cannot be
re-extended beyond that point, unless fully retracted again. This feature
is used to help hold child restraint systems securely.

To find more information about seatbelts, and how to install a child
restraint system, refer to the Owner’s Manual.

Tire Pressure Monitoring (warning)
NAE

)

After adjusting tire pressures, or after tires have been rotated or
replaced, turn the ignition switch to “ON” and press and hold the

“ &9 SET” button until indicator blinks three times. Let the vehicle sit for a
few minutes to allow initialization to complete.

Refer to the load label on the door jamb or the Owner’s Manual for tire
inflation specifications.

If the tire pressure indicator flashes for more than 60 seconds and then
remains on, take the vehicle to your local Toyota dealer.

Note: The warning light may come on due to temperature changes or
changes in tire pressure from natural air leakage. If the system has not
been initialized recently, setting the tire pressures to factory
specifications should turn off the light.
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Spare tire & tools

All-wheel drive models are equipped with run-flat tires. Refer to the
Owner’s Manual for more detail.

Tool and spare tire location

Two-wheel drive models

@ Tire bag
® Jack handle

® Wheel nut wrench
O Jack

O Adapter

O Spare tire

Removing the spare tire

Two-wheel drive models

e

Spare tire clamp bolt

Socket adapter

Four-wheel drive models

(1) Remove the lid.

(2) Loosen and remove the bolt.

Refer to the Owner’s Manual for jack positioning and tire changing
procedures.
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© Mixed Sources N,
Product group from well-managed ‘ 10% )
forests, controlled sources and

recycled wood or fiber

FSC  lunscorg Certno, SGS-COC005612 00505-QRG10-SIE

© 1996 Forest Stewardship Council





